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F L O O D B R E A K ®

Horizontal Passive
Flood Barrier
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A low-maintenance, self-clearing 
automatic flood barrier that remains 
hidden until activated by floodwater.

With over 2,500 flood barriers installed worldwide, the FloodBreak® flood control 
system is a passive flood barrier that closes automatically to prevent water entry, 
activated by rising floodwater. With no reliance on people, power, springs, or 
mechanical assistance to lift the gate, failure points are eliminated. The systems 
are low maintenance, self-clearing and don't require any lubrication so they will 
operate when needed 24/7.
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WET SIDE 

GATE LID
CARBOTHANE 134HG

7075 WEB GRAY

RETENTION
ARMS

GATE PAN
BLASTED SURFACE, NATURAL FINISH

PEDESTRIAN GATE
GRATING

4" DRAIN

EXISTING OR
PROPOSED WIPER

WALL SUPPORT STRUCTURE
ALUMINUM
WIPER WALL
CARBOTHANE 134HG,
9750 GRAY

BOTTOM OF LID COLOR:
CARBOTHENE 890 -
N625 SUN YELLOW
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F E A T U R E S

Buildings & Garages | Levee & Waterfronts | Flood Walls | Multi-Family | Residential 

Applications

Operates Without Human 
Intervention/Electricity

No Electric

SIZE No height or width restrictions

SEALS Ethylene Propylene Diene Monomer

MATERIAL Marine Grade Aluminum, Stainless Steel Fittings

ANCHOR Poured Concrete Slab

Technical Specifications

The concept is simple—let the water work against itself to automatically float the buoyant 
aluminum beam and activate the self-sealing rubber gasket. The higher the water rises, 
the higher the flood barrier is lifted until it reaches full deployment and is held closed by 
the hydrostatic pressure. When the water recedes, the flood barrier returns to its recessed 
location in front of the entryway, allowing vehicle and pedestrian passage to resume.

Does Not Need
Manual Activation

Always Ready

Remains Underground
At Resting Position

Discreet

Remains Hidden Until 
Activated by Floodwater

No Storage Needed

Long Service Life With 
Minimal Maintenance

Durable

UTMB Primary Care Back Entrance, Galveston, TXLoudres Hospital, Binghamton, NY


